Single meeting room setup,
connecting multiple remote
participants

  

The below system drawing is selected by default. Follow 5 simple instructions to access all information about the required application configuration:
1. Choose your preferred remote meeting setup.
2. View the different system elements and connections in the diagram and shopping list.
3. Click on the individual Bosch system elements in the diagram to access a direct link to the product data sheets.
4. Click on the individual 3rd party system elements in the diagram to access the links to the supported and recommended products.
5. Click the "configuration tips" button for optimal audio and video quality configuration.
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DICENTIS Wireless conference solution in a meeting room with one single camera
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Additional information

DICENTIS Audio processing and powering switch Supplies power to the conference devices and is responsible for routing, controlling and processing the audio signals.
DICENTIS Server

The heart of IP conferencing, al the DICENTIS services running on a pre-configured, virus-protected and ready-to-go platform.

DICENTIS Multimedia devices

Other options are DICENTIS Discussion device with touchscreen, language selector, voting or basic discussion.
Choose between a pluggable short-stem, long-stem or high-directive microphone.

3 party video camera

High definition IP PTZ video cameras with ONVIF, Sony CGI protocol or Panasonic HD Integrated Camera Interface specifications
1.06 are all supported. DICENTIS is also compatible with cameras with HDMI or SDI output. (see detailed overview in system setup)

3rd party video switcher

Supported HD-SDI video switchers: TvOne CORIOmatrix, TvOne C2-6204A, Kramer MV-6.

3rd party local display

All displays with HDMI-port or Windows wireless displays are supported.

3rd party AV Bridge

Select a fitting AV bridge depending on the OS of the used laptop and the policy of your organization.
Recommended: Blackmagic Design Web Presenter (or) Vaddio AV bridge.

3rd party collaboration laptop

All currently-used Windows-based or Apple-based computers with online collaboration software are supported.

rd

Internet connection
Remote participants with laptop and headset

All currently-used Windows-based or Apple-based computers with online collaboration software are supported.
Default headsets with USB-connection supported by the participant’s laptop. The laptop in the conference room runs the
same communication platform as the laptop of all participants.

3rd party video encoder + DICENTIS Media
sharing license (only for video-streams to the

Any standard “HDMI to H.264” video-encoder makes it possible to see the video-stream on the DICENTIS multimedia device.
Recommended: Epihan VGADVI broadcaster (or) Extron SMP111 (DICENTIS release 3.4 onwards)

display of the DICENTIS multimedia device)

